
AMP Superseal 1.5, IP67 waterproof connector  
Reference: AM9288
EAN13: -
UPC: 85369010  

  

Product attributes:  

Number of pins: 3-pin, 4-pin, 5-pin, 2-pin, 1-pin, 6-pin

  

Product features:  

Housing material: Plastic
Waterproof grade: IP67
Max. voltage: 24V DC
Max. current: 11A

  

Product description:  

Waterproof cable connector.

Type marking:

Superseal 1.51-pin2-pin3-pin4-pin5-pin6-pinplug
(female)282103-1
(DJ7011-1.5-21)282104-1
(DJ7021-1.5-21)282105-1
(DJ7031-1.5-21)282106-1
(DJ7041-1.5-21)282107-1
(DJ7051-1.5-21)282108-1
(DJ7051-1.5-21)socket
(male)282079-1
(DJ7011-1.5-11)282080-1
(DJ7021-1.5-11)282087-1
(DJ7031-1.5-11)282088-1
(DJ7041-1.5-11)282089-1
(DJ7051-1.5-11)282090-1
(DJ7051-1.5-11)

Protection: IP68

Operating temperature: -40 to 125°C

Relative humidity: 90% - 95%

Material: Polyamide

Package contents: 1x cable socket (female), 1x cable connector (male)
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